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PC-300
position dépose
de caisson,

basculeur articule
Position unloding of box,
articulated dumper

PC-260
position bennage
de caisson,

basculeur rigide
Position tipping of box,
rigid dumper

Caracteristiques techniques*
Technical data

Hauteur sol/
Longueur rouleaux Essieu standard
Puissance  PTAC mif:i"isﬁ:]axi sup;geoztrcu?::inn Standard axles —
Type  du bras (T) Permitted S Freins | o .
(ul) d'origine (mm) d’origine
Type Power Total Wioth o p Brakes . . .°.
of hook (1)) | Weight Lenght of box ~ Height ground/ : : Origin tires
mini-maxi rolls box support Type Dimensions
(mm) with origin tires Type Dimensions
(mm)
Tandem a bielles surbaissé 23T carré de 110
PC-160 161 aat 1400 =540 i Low Tandem with connecting rod 23T square of 110 HUDRCON G2 i
Tandem a bielles surbaissé 23T carré de 110
PC-200 il at #0890 e Low Tandem with connecting rod 23T square of 110 HOREUY e ot
Tandem a bielles surbaissé 26T carré de 140
PC-220 221 291 4650 - 7100 123] Low Tandem with connecting rod 26T square of 140 406x120| 18x22,5R

Tridem a bielles surbaissé 32T suiveur arriére carré de 110

PC-260 26T 32T 4850 - 7300 1263 Trailing AR Low Tridem with connecting rod 32T | square of 110

400x80 | 18x22,5R

Tridem a bielles surbaissé 32T suiveur arriére carré de 110

PC-300 30T 32T 5050 - 7600 1265 Trailing AR Low Tridem with connecting rod 32T | square of 110

400x80 | 18x22,5R

*Les caractéristiques techniques et les photos sont non contractuelles. THIEVIN se réserve le droit de les modifier sans préavis. Ce sont des données indicatives pouvant varier en fonction de chaque pays.
*Technical data and photos are not contractual. THIEVIN reserves the right to change them without notice. These are indicative data that may vary according to each country."



Cales en polyamide anti-usure
Nylon wedges antiwear

Potence renforcee — Butee en caoutchouc
Enhanced gallows — Rubber stop

Verrouillage par pene en position ouvert

Verrouillage du cadre de basculement au chassis Verrouillage des 2 elements en position bennage
Frame lock of tilting of chassis Locking belt in open position
Lock of two items In tipping position

Rouleaux de glissement Verrouillage hydraulique du caisson
Roller slide Hydraulic lock of the box
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Support de caisson sur le basculeur Support avant de stabilite en position route
Box brucket on the rocker Front stability support in road position



Crochet Hardox 690

demontable
Removable hook 1n Hardox 690

Linguet mecanique

par contrepoids
Mecanical latch by counterweight

Fleche a suspension hydraulique
Drawbar with hydraulic suspension

Ailes integrales — Double feux
Full mudguards — Twin light
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Imp. PLANCHENAULT Chateaubriant — 02 40 98 89 59 — (37-0910IF ‘ IMPRIM'VERT®
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